AZAKPA

TEKNIK BiLGi FOYU

ALUMINYUM A.S TECHNICAL DATA SHEET
TANIM STANDART BiRiM PRIMEBOND PRIMEBOND PRIMEBOND
Description REFERENCE UNIT B2/POLIETILEN/POLYETHYLENE A2 FR-B1
ALUMINYUM LEVHA KALINLIGI
mm 0,40
THICKNESS OF ALUMINUM SHEET
ALASIM
573- 3005
Loy EN-573-3
ALUMINYUM MEKANiK KONDUSYON
PR EN-515 Ha4
OZELLIKLERI TEMPER
ALUMINUM MECHANICAL CEKME DAYANIMI EN-485.2 MPA Min 165 - Max 215
PROPERTIES TENSILE STRENGHT
AKMA DAYANIMI .
-485- MPA Min 135
YIELD STRENGHT EN-485-2
UZAMA EN-485-3 A50 Min 3
ELONGATION
KALINLIK TOLERANSI Ts13777 v 102
THICKNESS TOLERANCE
UZUNLUK TOLERANSI Ts13777 o 0, +4
LENGHT TOLERANCE
GENiSLiK TOLERANSI
.. 0,+1
PANEL TOLERANSLARI VE WIDTH TOLERANCE i m
OZELLIKLERI 0 o
GONYEDEN SAPMA TOLERANSI Ts13777 v Max: 3
PANEL TOLERANCES AND DIAGONAL TOLERANCE
PROPERTIES YANGINA TEPKI TS EN 13501-1 D-s3-d0 (POLYETHYLENE) A2-s1-d0 (A2) B-s1-d0 (FR-B1)
FIRE CLASSIFICATION
SES ABSORBSIYONU TS EN 1O 354 0,051 0,051 0,05L
SOUND ABSORPTION Aw
DOLGU MALZEMESi ALCAK YOGUNLUKLU POLIETILEN MINERAL DOLGU MINERAL TAKVIYELI ALEV GECIKTIRICi DOLGU MALZEMESI
CORE TYPE LDPE (LOW DENSITY POLYETHYLENE) MINERAL CORE MINERAL REINFORCED FIRE RETARDANT CORE
PANEL KALINLIGI
mm 2-8
TOTAL THICKNESS
o STANDART GLCULER o 4*1250*3200
PANEL OLCULER STANDARD SIZES
PANEL DIMENSIONS PANEL GENiSLIK OLCULERI o 1000-1600
PANEL WIDTH
PANEL UZUNLUK OLGULER i 1000-7000

PANEL LENGHT




