
ÇEVRESEL
İKLİMLENDİRME
BİRİMİ

Teknik Veri

Güç

AC Hat Voltajı: 115VAC 

AC Hat Güç: 3kVA

DC Hat Voltajı: 28VDC

DC Hat Akımı: 1A

Boyutlar ve Ağırlık

Çap: 430mm

Boy: 433mm

Ağırlık: 48.8kg

Soğutma Performansı

Soğutma Kapasitesi: 2.1 kW

Hava Debisi: 180CFM @12inch 

Çalışma Koşulları

Operasyonel Sıcaklık: (-54°C) – (+71°C)

Depolama Sıcaklık:  (-54°C) – (+85°C)

Operasyonel İrtifa: 55000ft

Depolama İrtifa: 70000ft
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Çevresel İklimlendirme Birimi, askeri 
uçaklara dış bağlantı ile bağlanan ve 
Aselsan tarafından geliştirilmiş olan 
Lazer Hedefleme Pod’un (Aselpod) 
soğutma ve ısıtma ihtiyacını
karşılamak üzere ANOVA tarafından 
geliştirilmiş bir sistemdir.

Isıtma, soğutma ve havalandırma modları 

Aerodinamik tasarım sayesinde düşük sürükleme kuvveti

Yer ve uçuş durumlarında çalışabilme

Mekanik ve elektriksel olarak hızlı bağlantı

Buhar sıkıştırmalı soğutma çevrimi

Düşük güç tüketimi
Yüksek soğutma havası debisi

Tam otomatik mod seçimi ve hata kontrolü

Koruyucu hata modları

MIL-PRF-23377 uyumlu astar ve MIL-PRF-85285 uyumlu boya

Çevre koşullarına uyumluluk MIL-STD 810

EMI/EMC standartlarına uyumluluk MIL-STD-461

Güç standartlarına uyumluluk MIL-STD-704
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Technical Data

Power

AC Line Voltage: 115VAC 

AC Line Power: 3kVA

DC Line Volatge: 28VDC

DC Line Current: 1A

Dimensions &Weight

Diameter: 430 mm

Height: 433 mm

Weight: 48.8 kg

Cooling Performance

Cooling Capacity: 2.1 kW

Air Flow Rate: 180CFM @12inch 

Conditions

Operantional Temp: (-54°C) – (+71°C)

Storage Temp:  (-54°C) – (+85°C)

Operantional Altitude: 55000ft

Storage Altitude: 70000ft

The Environmental Conditioning Unit 
(ECU) is a system developed by 
ANOVA to meet the cooling and 
heating needs of the Laser Targeting 
Pod (Aselpod), developed by Aselsan, 
which is connected by an external 
connection to military aircrafts.

ENVIRONMENTAL
CONDITIONING
UNIT

Heating, cooling and venting modes

Low drag coefficient thanks to aerodynamic design

In-flight and ground operation

Quick mechanical and electrical connection

Vapor compression cooling cycle

Low power consumption

High cooling air flow rate 

Fully automatic operation and fault detection preventive modes

MIL-PRF-23377 compatible undercoat coating and MIL-PRF-85285 compatible paint

Enviromental conditions compatibility MIL-STD 810

EMI/EMC standards compatibility MIL-STD-461

Power standards compatibility MIL-STD-704
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