
PDS წნევის გამაძლიერებელი

ავტომატური კომპლექტი წყალმომარაგებისთვის

დანიშნულება
სუფთა წყლის ავტომატური სატუმბი 

საყოფაცხოვრებო, სამრეწველო, სოფლის 

მეურნეობისა და მებაღეობის მიზნით. ჩუმი.

2 მ-მდე თვითშემწოვი ტუმბო. 

რეგულირებადი საწყისი წნევის დიაპაზონი 

1,5-დან 2,5 ბარამდე.

ძრავა

ასინქრონული 2 პოლუსი. 

დაცვა IP 55 .

იზოლაციის კლასი F . 

ჩამონტაჟებული თერმული დაცვა. 

უწყვეტი სამუშაო რეჟიმი.

შეზღუდვები

წყლის მაქსიმალური ტემპერატურა: 

40 ° C.

მოწყობილობა
ჩამონტაჟებული გამშვები 

სარქველი. 2 მ სადენი ელექტრო 

ჩანგალით. უწყლობისგან დაცვის 

ფუნქციით. ავტომატური 

გადატვირთვის ფუნქცია.

ოპერაცია

ავტომატური გაშვება და გაჩერება 

წყლის მოთხოვნიდან გამომდინარე.

მასალები

ტუმბო პრიზმა:

ტუმბოს კორპუსი და ფრთა უჟანგავი ფოლადი 

AISI 304. ტუმბოს ლილვი უჟანგავი AISI 431- 

ში. ტექნოპოლიმერის დიფუზორები.

შეწოვა და გაწოვის სახურავები თუჯი. 

მექანიკური შემამჭიდროებელი.

ალუმინის კორპუსი 

შემამჭიდროებელი რეზინის რგოლები NBR.

ტუმბოს კონტროლიორი:

პლასტიკური კომპონენტები 

ტექნოპოლიმერში. შიდა მემბრანა ბუნებრივი 

რეზინისგან.

ტექნიკური მახასიათებლების ცხრილი
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წარმადობის მრუდი 2900 rpm

განზომილება და წონა

მოდელი

PDS 3-50

PDS 3-75

PDS 3-100

PDS 6-100

PDS 6-125

A

390

413

437

420

447

B

431

431

431

529

529

C

1 ”

1 ”

1 ”

1 ”

1 ”

D

1 ”

1 ”

1 ”

1 ”

1 ”

E

102

102

102

118

118

კგ

11,2

11,7

12,7

15,2

16,3

6-125

6-100

3-100

3-75

3-50

ე

93

m
w

c

PDS 3-75

PDS 3- 50

ddavitadze
Stamp



93

PDS Booster

Automatic set for water supply

Hydraulic performance table

Dimension and weight

Motor
Asynchronous 2 poles.
IP 55 protection.
Class F insulation.
Built-in thermal protection.
Continuous operation.

Limitations
Maximum water temperature: 40° C.

Equipment
Built-in check valve.
Unions included.
2m of cable with plug type F.
Dry-protection function.
Automatic reset function.

Operation
Automatic start and stop based on 
water demand.

Applications
Automatic pumping of clean water for 
domestic, industrial, agricultural and 
gardening purposes.
Silent.
Self-priming up to 2m.
Adjustable starting pressure range from 
1,5 to 2,5 bar.

Materials
Prisma:
Pump body and impellers in AISI 304.
Pump shaft in AISI 431.
Diffusers in technopolymer.
Suction and discharge in cast iron.
Mechanical seal.
Motor casing in aluminium.
O-rings in NBR.
Pressdrive:
Plastic components in technopolymer.
Internal membrane in natural rubber.

Model

I 
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P1 
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1~
230V 1~ [kW] [HP] m3/h 1,2 2,4 3 3,6 6 7,2 1~230V

PDS 3-50 2,7 0,61 0,37 0,5 12
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30 22 17 11 - - 199512

PDS 3-75 3,5 0,79 0,55 0,75 12 39 27 22 14 - - 199513

PDS 3-100 4,1 0,95 0,75 1 12 47 34 25 17 - - 199514

PDS 6-100 5,5 1,2 0,75 1 16 34 32 30 28 19 12 199515

PDS 6-125 6,8 1,5 0,9 1,2 16 44 42 40 37 24 15 199516

Performance curve at 2900 rpm

Model A B C D E Kg

PDS 3-50 390 431 1” 1” 102 11,2

PDS 3-75 413 431 1” 1” 102 11,7

PDS 3-100 437 431 1” 1” 102 12,7

PDS 6-100 420 529 1” 1” 118 15,2

PDS 6-125 447 529 1” 1” 118 16,3
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